Fig. 7. The best reconstruction from noisy data using filtered backprojection and a spatially invariant filter.

Fig. 8. The best reconstruction from noisy data using a t-f mask.

A Derivative-Free Noncircular Fan-Beam Reconstruction Formula

Ge Wang, Tein-Hsiang Lin, and Ping-chin Cheng

Abstract—In order to perform fan-beam reconstruction using projection data collected from a noncircular scanning locus, existing noncircular fan-beam formulas require a derivative of the scanning locus with respect to the rotation angle. In this paper, a derivative-free noncircular fan-beam reconstruction formula is obtained based on a geometrical explanation of the circular equispatial fan-beam reconstruction formula. A mathematical proof is then provided under the conditions that the source-to-origin distance is symmetric with respect to the origin of the reconstruction coordinate system, is differentiable almost everywhere and changes not too fast with respect to the rotation angle. The derivative-free noncircular fan-beam reconstruction formula is the same as the circular one, except that the source-to-origin distance is a function of the rotation angle. A typical simulation result of the noncircular fan-beam formula is given.

I. INTRODUCTION

Fan-beam reconstruction was first studied in the case of a circular scanning locus [1], [2], and then extended into the case of a noncircular scanning locus [3], [4]. The work was supported by grants from the U. S. National Institute of Health—Biomedical Research Grant Program (BRSG 579 R07 066), the U. S. National Science Foundation (NSF MIP-9010948), the U. S. Department of Energy (DE-AS06-88RD18702), the Whitaker Foundation (Program for Biomedical Engineering), and by the NSERC (Canada) (Operating and Strategic grants), the Ontario Center for Materials Research, and the Canadian Synchrotron Radiation Facility (CSRF). The associate editor coordinating the review of this paper and approving it for publication was Dr. Y. Bresler.

Manuscript received June 18, 1992; revised December 10, 1992. This work was supported by grants from the U. S. National Institute of Health—Biomedical Research Grant Program (BRSG 579 R07 066), the U. S. National Science Foundation (NSF MIP-9010948), the U. S. Department of Energy (DE-AS06-88RD18702), the Whitaker Foundation (Program for Biomedical Engineering), and by the NSERC (Canada) (Operating and Strategic grants), the Ontario Center for Materials Research, and the Canadian Synchrotron Radiation Facility (CSRF). The associate editor coordinating the review of this paper and approving it for publication was Dr. Y. Bresler.

G. Wang is currently with the Division of Radiology Research, Mallinckrodt Institute of Radiology, Washington University, St. Louis, MO 63110.

T. H. Lin and P. C. Cheng are with the Advanced Real Time System Laboratory (ARTS) and Advanced Microscopy and Imaging Laboratory (AMIL), Department of Electrical and Computer Engineering, Center for Electronic and Electrophotonic Materials (CEEM), State University of New York, Buffalo, NY 14260. IEEE Log Number 9210839.
noncircular scanning loci [3]–[8]. All existing noncircular fan-beam formulas require a derivative of the scanning locus with respect to the rotation angle. In this paper, a derivative-free noncircular fan-beam reconstruction formula is presented and proved under some conditions.

II. INTUITIVE DERIVATION

The circular equispatial fan-beam reconstruction formula is as below (formula (169) on page 105 of [9]):

\[ g(x, y) = \frac{1}{2} \int_{0}^{2\pi} D^2 \int_{-\infty}^{\infty} R_{\beta}(p)h \left( \frac{Dt}{D - s - p} \right) \frac{D}{\sqrt{D^2 + p^2}} dpd\beta \]

where \( D \) is a constant source-to-origin distance, \( R_{\beta}(p) \) represents equispatial fan-beam projection data,

\[ t = x \cos \beta + y \sin \beta \quad \text{and} \quad s = -x \sin \beta + y \cos \beta \]

where \( \beta \) is the rotation angle, and

\[ h(p) = \int_{-\infty}^{\infty} \left| w \right| e^{i2\pi \rho w} dw \]

where the integral limits can be set from \(-W\) to \( W\) in practice, \( W \) is a sufficient large constant, corresponding to the bandwidth of the projection data.

In the noncircular scanning case, the source-to-origin distance is a function of the rotation angle, which can be described as \( D(\beta) \), \( \beta \in [0, 2\pi) \). Note that the definition range of \( \beta \) means that an object is irradiated from all directions. Summing up differential contributions from each source position based on the circular equispatial fan-beam reconstruction formula, we intuitively obtain a noncircular fan-beam reconstruction formula as follows:

\[ g(x, y) = \frac{1}{2} \int_{0}^{2\pi} D^2 \int_{-\infty}^{\infty} R_{\beta}(p)h \left( \frac{Dt}{D(\beta) - s - p} \right) \frac{D(\beta)}{\sqrt{D^2(\beta) + p^2}} dpd\beta \]

The difference between our noncircular fan-beam formula and the circular one lies in the definition of \( D \). \( D \) is a function in the former, while a constant in the latter. Note that our formula is for an imaginary detector array that passes through the origin. In reality, an angular-dependent scale transform is needed to map the projection data onto the imaginary detector array. Alternatively, a formula for an actual detector array can be derived.

III. MATHEMATICAL PROOF

Our noncircular fan-beam formula intuitively obtained is exact under the conditions that

1) \( D(\beta) = D(\beta + \pi) \);
2) \( D'(\beta) \) exists almost everywhere;
3) \( D'(\beta) > D'(\beta)p_{\min} \), where \( p_{\min} \) is the minimum value such that \( R_{\beta}(p) = 0 \), if \( |p| > p_{\min} \).

Actually, the third condition is easily satisfied in practice, because in general \( D(\beta) \) is much greater than \( p_{\min} \) and \( D'(\beta) \) is not very large. Fig. 1 shows several scanning loci which satisfy the above three conditions.

Let us start with the parallel-beam reconstruction formula (formula (74) on page 87 of [9]):

\[ g(r, \phi) = \frac{1}{2} \int_{0}^{2\pi} \int_{-\infty}^{\infty} P_{\theta}(t)h[r \cos(\theta - \phi) - t]dt d\theta \]

where the polar coordinates \((r, \phi)\) is used,

\[ x = r \cos \phi \quad \text{and} \quad y = r \sin \phi \]

Taking advantage of Jacobi’s transformation, the variables \( t \) and \( \theta \) can be converted to the parameters \( p \) and \( \beta \) describing equispatial fan-beam projection data \( R_{\beta}(p) \) (Fig. 2), based on the following relationship

\[ t = r \cos(\beta - \phi) \quad \text{and} \quad s = -r \sin(\beta - \phi) \]

It can be shown that

\[ \frac{\partial t}{\partial p} = \frac{D\sqrt{D^2 + p^2} - pD(D^2 + p^2)^{-\frac{1}{2}} D'}{D^2 + p^2} \]
\[ \frac{\partial t}{\partial \beta} = \frac{pD\sqrt{D^2 + p^2} - pD(D^2 + p^2)^{-\frac{1}{2}} D'}{D^2 + p^2} \]
\[ \frac{\partial \theta}{\partial p} = \frac{1}{1 + \left(\frac{D}{D'}\right)^2} \]
\[ \frac{\partial \theta}{\partial \beta} = \frac{1}{1 + \left(\frac{D}{D'}\right)^2} \]

and hence,

\[ \frac{dt d\theta}{dp d\beta} = \frac{\left| D' - D^2 p \right|}{\left( D^2 + p^2 \right)^{\frac{3}{2}}} \]
Fig. 2. Several parameters used in the derivation of the derivative-free noncircular fan-beam reconstruction formula.

If the third condition is satisfied,

\[ d\tau d\theta = \left[ \frac{D^2}{(D^2 + x^2)^{3/2}} - \frac{DD'p}{(D^2 + y^2)^{3/2}} \right] dpd\beta. \]

Consequently,

\[
g(r, \phi) = \frac{1}{2} \int_{\phi_m}^{\phi_m + \pi} P_{\phi_m} \left( \frac{-pD(\beta)}{\sqrt{D^2(\beta) + p^2}} \right) \cdot \left[ r \cos(\beta + \gamma - \phi) - \frac{pD(\beta)}{\sqrt{D^2(\beta) + p^2}} \right] \cdot \frac{D'p}{(D^2(\beta) + p^2)^{3/2}} dpd\beta. \]

The above equation can be reduced to

\[
g(r, \phi) = \frac{1}{2} \int_{\phi_m}^{\phi_m + \pi} P_{\phi_m} \left( \frac{-pD(\beta)}{\sqrt{D^2(\beta) + p^2}} \right) \cdot \left[ r \cos(\beta + \gamma - \phi) - \frac{pD(\beta)}{\sqrt{D^2(\beta) + p^2}} \right] \cdot \frac{D'p}{(D^2(\beta) + p^2)^{3/2}} dpd\beta, \]

because

\[
\int_{\phi_m}^{\phi_m + \pi} P_{\phi_m} \left( \frac{-pD(\beta)}{\sqrt{D^2(\beta) + p^2}} \right) \cdot \left[ r \cos(\beta + \gamma - \phi) - \frac{pD(\beta)}{\sqrt{D^2(\beta) + p^2}} \right] \cdot \frac{D'p}{(D^2(\beta) + p^2)^{3/2}} dpd\beta = I_1 + I_2 = 0. \]

where

\[
I_1 = \int_{\phi_m}^{\phi_m + \pi} P_{\phi_m} \left( \frac{-pD(\beta)}{\sqrt{D^2(\beta) + p^2}} \right) \cdot \left[ r \cos(\beta + \gamma - \phi) - \frac{pD(\beta)}{\sqrt{D^2(\beta) + p^2}} \right] \cdot \frac{D'p}{(D^2(\beta) + p^2)^{3/2}} dpd\beta, \]

\[
I_2 = \int_{\phi_m}^{\phi_m + \pi} P_{\phi_m} \left( \frac{-pD(\beta)}{\sqrt{D^2(\beta) + p^2}} \right) \cdot \left[ r \cos(\beta + \gamma - \phi) - \frac{pD(\beta)}{\sqrt{D^2(\beta) + p^2}} \right] \cdot \frac{D'p}{(D^2(\beta) + p^2)^{3/2}} dpd\beta. \]

It can be seen directly that (14) is equivalent to (2), which reduces to the conventional equispatial fan-beam formula if \( D(\beta) \) is
Fig. 3. Comparison between circular and noncircular fan-beam reconstruction. (a) Reconstructed Shepp and Logan's head phantom image using the circular fan-beam formula with a scanning circle of diameter 6. (b) Corresponding reconstructed image using the derivative-free noncircular fan-beam formula with a scanning square of side length 6. (c) Plots ($y = 0.198$) of images (a) (the thin curve) and (b) (the thick curve).

a constant (formula (116) on page 90 of [9]). If an arbitrary scanning locus does not meet all the three conditions, our formula will give an approximate reconstruction.

IV. SIMULATION

In the simulation, the length of the detector line is 2.2 with 128 cells and is so placed for the ease of computation that its center is at the origin of the reconstruction coordinate system $x-y$. Shepp and Logan's head phantom was used. The head phantom parameters are listed in Table I. There are eight ellipses in the phantom. $x_0$, $y_0$ are the center of an ellipse. $a$, $b$ are the $x$ and $y$ semi-axes respectively. $\alpha$ is the rotation angle of an ellipse. $\tau$ is a relative parameter such that the x-ray absorption coefficient of any point is the sum of the relative parameters of ellipses which contain the point. One hundred projections with a $3.6^\circ$ angular interval were generated for the reconstruction.

<table>
<thead>
<tr>
<th>No.</th>
<th>$x_0$</th>
<th>$y_0$</th>
<th>$a$</th>
<th>$b$</th>
<th>$\alpha$</th>
<th>$\tau$</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>0.00</td>
<td>0.00</td>
<td>0.663</td>
<td>0.884</td>
<td>0</td>
<td>2.00</td>
</tr>
<tr>
<td>2</td>
<td>0.00</td>
<td>0.00</td>
<td>0.635</td>
<td>0.838</td>
<td>0</td>
<td>-1.00</td>
</tr>
<tr>
<td>3</td>
<td>-0.22</td>
<td>0.00</td>
<td>0.410</td>
<td>0.160</td>
<td>108</td>
<td>-0.50</td>
</tr>
<tr>
<td>4</td>
<td>0.22</td>
<td>0.00</td>
<td>0.310</td>
<td>0.110</td>
<td>72</td>
<td>-0.50</td>
</tr>
<tr>
<td>5</td>
<td>0.00</td>
<td>0.350</td>
<td>0.210</td>
<td>0.250</td>
<td>0</td>
<td>0.25</td>
</tr>
<tr>
<td>6</td>
<td>0.00</td>
<td>0.100</td>
<td>0.046</td>
<td>0.046</td>
<td>0</td>
<td>0.50</td>
</tr>
<tr>
<td>7</td>
<td>-0.08</td>
<td>-0.650</td>
<td>0.046</td>
<td>0.023</td>
<td>0</td>
<td>0.25</td>
</tr>
<tr>
<td>8</td>
<td>0.06</td>
<td>-0.650</td>
<td>0.046</td>
<td>0.023</td>
<td>90</td>
<td>0.25</td>
</tr>
</tbody>
</table>
Fig. 3(a) shows reconstructed Shepp and Logan's head phantom image using the circular fan-beam formula with a scanning circle of diameter 6. Fig. 3(b) shows the reconstructed image corresponding to Fig. 2(a) using our noncircular fan-beam formula with a scanning square of side-length 6. Fig. 3(c) shows the plots of the $y = 0.198$ line for Fig. 3(a) and 3(b). It can be observed that the reconstructed results obtained using different fan-beam formulas are almost the same in the reconstruction region. More simulation results were presented in [10]. The parameters of the above simulation are typical in our x-ray microtomographic system [11]. It can be verified that the square scanning locus used indeed meets all three conditions.

V. CONCLUSION

As far as the mathematical form is concerned, the proposed formula is the simplest among noncircular fan-beam formulas, as it is the same as the circular fan-beam formula [9] except that the source-to-origin distance depends on the rotation angle. However, we would like to emphasize that our formula is exact only with a symmetric scanning locus. If this symmetry condition is violated, other noncircular fan-beam formulas should be used for exact reconstruction, provided that the relevant conditions required are satisfied.

The main difference between Weinstein's formula [3] or Gullberg's formula [5] and the proposed formula lies in that the new formula requires no derivative of the scanning locus with respect to the rotation angle. Smith's extended fan-beam formula also contains a derivative of the scanning locus [4]. For an irregular scanning locus, it may not be trivial to estimate accurately its derivative. For example, in our x-ray microtomographic study, the scanning locus is subject to random interferences introduced by the mechanical rotation of the specimen stage [11]-[13]. As a result, a precise estimation of the derivative of the scanning locus is particularly difficult. On the other hand, the practical scanning locus used in x-ray microtomography can be made to meet our three conditions [11]-[13]. Without using the derivative of the scanning locus, the proposed formula will not be affected by the error in estimating the derivative.

ACKNOWLEDGMENT

The authors are grateful to reviewers for their valuable comments. The photos in this paper were prepared at the Division of Radiology Research, Mallinckrodt Institute of Radiology, Washington University, with the technical assistance of Professor M. W. Vannier, Mr. B. Brunsden, Mr. N. Hente, Mr. R. Knapp, and Mr. R. Walkup.

REFERENCES


A Fast Algorithm for Backprojection with Linear Interpolation

Berkman Sahiner and Andrew E. Yagle

Abstract—In the filtered backprojection procedure for image reconstruction from projections, backprojection dominates the computation time. We propose a simple algorithm that reduces the number of multiplications in linear interpolation and backprojection stage by 50%, with a small increase in the number of additions. The algorithm performs the interpolation and backprojection of four views together. Examples of implementation are given and extension to interpolation of more than four views is discussed.

I. INTRODUCTION

The basic problem of x-ray tomography is to reconstruct an image $\mu(x, y)$ from its projections $p(r, \theta)$ where

$$p(r, \theta) = \int_{-\infty}^{\infty} \int_{-\infty}^{\infty} \mu(x, y) \delta(r - x \cos \theta - y \sin \theta) dx dy$$

(1)

is the Radon transform of $\mu(x, y)$. The most common procedure for image reconstruction from projections is filtered backprojection (FBP), in which the reconstruction is carried out in two stages. The first stage is filtering, in which the projections are filtered by a modified ramp filter to yield the filtered projections $q(r, \theta)$ [1]. The second stage is backprojection, in which the desired image $\mu(x, y)$ is obtained from filtered projections by backprojection.

In practical problems, we have only samples of $p(r, \theta)$. Let us denote

$$p_i(R) = p(r, \theta_i)$$

(2)

$$R = 0, \cdots, M - 1; i = 1, \cdots, N$$

Manuscript received June 12, 1992; revised February 5, 1993. This work was supported by the Office of Naval Research under Grant N00014-90-J-1897. The associate editor coordinating the review of this paper and approving it for publication was Prof. M. I. Sezan.

The authors are with the Department of Electrical Engineering and Computer Science, The University of Michigan, Ann Arbor, MI 48109.

IEEE Log Number 9210833.